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 Report Inappropriate Content A: It's not possible without jailbreaking your iPhone 4. The present invention relates to an optical
connector assembly having a ferrule fixed to a first end of a first optical fiber, a ferrule fixed to a second end of a second

optical fiber and an adapter, which can detachably hold the ferrules. In general, an optical fiber connector assembly, which can
connect two optical fibers each other, generally comprises a first optical fiber, a second optical fiber, and a ferrule for

connecting the first and second optical fibers together. At least one of the optical fibers is inserted into a ferrule from one side
of the ferrule. The ferrule is formed with a groove in the outer periphery thereof, into which the end of the other optical fiber is
inserted. The optical fiber is pressed in the groove and the end face of the optical fiber is fixed in the groove by an adhesive, for

example. There are two methods for inserting the optical fiber into the groove of the ferrule. The first method is disclosed in
Japanese Patent Laid-Open Publication No. 62-148703 (JP-62-148703A), for example. In this method, a concave portion is
formed in the end face of the optical fiber, and the end face of the optical fiber is inserted into the concave portion of the

ferrule, so that the optical fiber is pressed and fixed in the concave portion of the ferrule. In the second method, the end face of
the optical fiber is fitted into the groove of the ferrule. The optical fiber is inserted and pressed into the groove by the ferrule. In
the former method, however, the end face of the optical fiber is vulnerable to external force, so that the end face is liable to be
damaged. In the latter method, the end face of the optical fiber is susceptible to the influence of dust, in particular. Dust may

remain on the end face of the optical fiber and may impair the transmission performance of the optical fiber. In addition, since
the end face of the optical fiber must be ground, the operation is troublesome. There is an optical connector assembly disclosed

in Japanese Patent Laid-Open Publication No. 2-30857 (JP-2-30857A), in which a first ferrule is fixed to a first end of an
optical fiber and a second ferrule is fixed to a second end of the optical fiber, and a connector adapter is detachably provided

between the first and second 82157476af
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